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Bu ürün medikal bir cihazdır. Cihazı kullanmadan önce 

kullanım kılavuzunu dikkatli şekilde okuyun ve 

doktorunuzun tavsiyesi doğrultusunda kullanın. 

1. Çalışma Prensibi 

Nimo® Kılıflı, Ventilasyon ve acil durum söndürme valfi (CPR valfi) özellikli 

boru tipi havalı yatağı tercih ettiğiniz için teşekkür ederiz. 

Uygun ritimdeki değişken basınç, dokunun bozulmasına neden olan uzun süreli 

kas ve damar basıncını önler. 

Değişken basınç, yatağı hastaya ve onun pozisyonuna göre ayarlar. 

2. Ürün Kullanım Amacı 

Geleneksel olarak kabul edilen yatak yarası kontrol yöntemi; hastayı düzenli 

aralıklarla döndürülmesi ve periyodik olarak risk alanlarının gözlenmesidir. 

Değişken basınçlı boru tipi havalı yatak bu tedaviyi destekler nitelikte 

üretilmiştir. Hastanın çevrilmesi ve gözlemi gerekli zamanlarda yapılmaya 

devam edilmeli ve bu havalı yatak tedavinin bir parçası olarak görülmelidir. 

Hasta Popülasyonu 

• Günde 15 saatten fazla yatağa bağımlı hastalar, 

• Basınç ülseri oluşma riski orta veya yüksek seviye olan hastalar, 

3. Teknik Özellikler 

Ürün Adı  Ayarlanabilir Basınç Pompası 

Model Numarası HF62012 

Çalışma Gerilimi 220V AC 50Hz 

Hava Çıkış Oranı 6-8 Litre / Dakika 

Devir Zamanı 12 Dakika 

Basınç Oranı 50mmHg – 110 mmHg 

Güç Tüketimi 7W 

Sigorta 1A 

Boyutları 23.5cm(Boy) x 11.7cm(En) x 8.1cm(Yük) 

Ağırlık 1,3 kg 
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Ürün Adı Boru Tipi Yatak 

Model Numarası HF6002-17P 

Boyutları 190cm(Boy) x 85cm(En) x 11.5cm(Yük.) 

Yatak Örtüsü Güçlü Naylon PU 

Hava Hücreleri 17 Adet PVC Boru Tipi Hücre 

Renk Mavi 

Yatak Ağırlığı 5,2 kg 

Ağırlık Taşıma Kapasitesi 135-140 kg 

 

4. Cihaz Tasarımı ve Tanıtımı 

a) Ayarlanabilir Basınç Pompası 

 
 

b) Boru Tipi Yatak 

 

 

Basınç Ayar 

Düğmesi 

Açma / Kapatma 

Anahtarı 

Yatak Örtüsü 

CPR Valfi 

Taban Örtüsü 

Boru Tipi Hava 

Hücresi 
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5. Cihaz Kurulum ve Kullanım Talimatları 

a) Basınç Pompası ile Havalı Yatak Kurulum ve Kullanımı 

 

1) Nimo® havalı yatağı açınız. 

2) Havalı yatağı, normal yatak üzerine yerleştirin. 

3) Sabitleme kayışları ile havalı yatağı normal yatağa sabitleyin. 

4) Kancaları kullanarak basınç pompasını yatağın kenarına asınız. 

5) Havalı yatak şişirme hortumlarını hava giriş çıkış yönlerine göre 

eşleştirerek basınç pompası konektörlerine bağlayınız. Şişirme 

hortumlarında herhangi bir kıvrılma olmadığına dikkat ediniz. 

6) Elektrik güç kaynağı kablosunu basınç pompasına bağlayınız. 

7) Elektrik güç kablosu fişini normal yatağın yanında bulunan prize 

takınız. 

8) Basınç pompasını açmak için açma/kapatma düğmeye basınız. 

9) Hastayı yatağa yerleştirmeden önce, yatağın tamamen şişmesini 

bekleyiniz.  

10) Hastanın vücut şekline göre uygun olan basıncı, pompa üzerindeki 

basınç ayar düğmesini kullanarak ayarlayınız. 

 

b) CPR - Hızlı Hava Boşaltım Valfi Kullanımı 

 

1)  Acil hızlı hava boşaltım (CPR) işlemi için, sarı-kırmızı renkteki CPR 

şeridini hızlıca çekiniz. Havalı yatak hızlı bir şekilde sönecektir. 

2) Öncelikle göğüs kısmının altındaki hava sonrasında ise kafa kısmının 

altındaki hava ve denge bölümündeki hava boşalacaktır. 

3) Normal zamanlarda hızlı hava boşaltım valfini (CPR) hava kaçağını 

engellemek için kapatınız. 

4) Yatağı katlarken, hızlı hava boşaltımı için CPR kapağını açabilirsiniz. 
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6. Uyarılar ve Güvenlik Önlemleri  

Bu elektrikli ekipmanı kullanırken DİKKATLİ OLUNUZ. 

 

Lütfen cihazı kullanılmadığınız zamanlarda elektrik prizine bağlı 

BIRAKMAYINIZ. 

 

Cihazı aşırı neme maruz BIRAKMAYINIZ. 

 

Lütfen temizlik esnasında endüstriyel yağ temizleyici veya asetik  

solventler gibi korozif temizlik ürünleri KULLANMAYIN.  

 

Basınç pompasını sıvı temasından KORUYUNUZ. 

 

Lütfen elektrik prizine bağlıyken cihazı HAREKET ETTİRMEYİN. 

 

 

7. Temizleme ve Dezenfeksiyon 

Nimo® Basınç Pompası 

➢ Temizlik öncesi cihazı elektrik prizinden çıkarmayı UNUTMAYIN. 

➢ Basınç pompasını temizlemek için hafif bir deterjan solüsyonuna batırılmış 

bez KULLANIN. 

➢ Lütfen temizlik için üreticinin önerdiği solüsyon konsantrasyonlarını 

KULLANIN. CE işaretli deterjan /dezenfektan kullanmanız önerilir. 

➢ Solüsyon konsantrasyonları ile temizleme sürecine geçmeden önce, 

üreticinin talimatlarına UYUN.  

Bakım 

Basınç pompası bakım onarım işlemleri ithalatçı tarafından eğitim verilmiş 

yetkili bir teknisyen tarafından yürütülmelidir. 
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8. Cihaz Sembolleri Ve Tanımlamaları 

 

 

9. İthalatçı ve Teknik Servis Bilgisi 

Hünkar Ecza ve Medikal San. Tic. Ltd. Şti. 

Akçeşme Mahallesi 2019 sk. No:5 Merkezefendi 

Denizli /TÜRKİYE 

Tel: +90 258 371 46 56 

www.hunkarmedikal.com 

Foshan HongFeng Co., Ltd  

No.4-2 Leqiang Road ,Leping Sanshui,Foshan,GuangDong,China  

MedNet EC-REP GmbH 
Borkstrasse 10 48163 Muenster Germany 

 

 
Uyarı/Dikkat/Not  

 
EC 93/42/EEC yönergesi uyarınca CE işaretlemesi 

 
Sınıf II cihaz  

 
BF Tipi Uygulanabilir Parçalar 

 
Kullanım kılavuzuna bakınız 

  LOT numarası 

 Ürün seri numarası 

 
Islanmaktan Koruyunuz  

 

2002/96/EC elektronik ve Elektrikli aletler yönergesine göre cihaz 

kullanım ömrünü tamamlandıktan sonra cihaz ve parçaların çöpe 

atılması yasaktır. İmhası için yerel yönetimlere başvurulmalıdır. 

http://www.hunkarmedikal.com/
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10. Garanti Belgesi 

Garanti Şartları 

1. Garanti süresi, teslim tarihinden itibaren başlar ve (2) yıldır. 

2. Malın bütün parçaları dahil olmak üzere tamamı firmamızın garantisi kapsamındadır. 

3. Malın garanti süresi içinde arızalanması durumunda, tamirde geçen süre garanti 

süresine eklenir. Malın tamir süresi en fazla 30 gündür. Bu süre, malın servis 

istasyonuna, servis istasyonu olmaması durumunda, malın satıcı, bati acentesi, 

temsilciliği, ithalatçısı veya imalatçısından birisine bildirim tarihinden itibaren başlar. 

4.  Malın garanti süresi içerisinde gerek malzeme ve işçilik gerekse montaj hatalarından 

dolayı arızalanması halinde işçilik masrafı, değiştirilen parça bedeli ya da başka 

herhangi bir ad altında hiçbir ücret talep etmeksizin tamiri yapılacaktır. 

5. Malın; -Teslim tarihinden itibaren garanti süresi içinde kalmak kaydıyla bir yıl 

içerisinde, aynı hatayı ikiden fazla tekrarlaması veya farklı arızların dörtten fazla 

ortaya çıkması sonucu, maldan yararlanamamanın süreklilik kazanması, 

-Tamiri için gereken azami sürenin aşılması, 

-Servis istasyonun mevcut olmaması halinde sırasıyla, satıcısı, bayii, acentesi, 

temsilciği, ithalatçısı veya imalatçısından birisinin düzenleyeceği raporla arızanın 

tamirinin mümkün bulunmadığının belirlenmesi, durumlarında ücretsiz olarak 

değiştirme işlemi yapılacaktır. 

6. Malın kullanma kılavuzunda yer alan hususlara aykırı kullanılmasından kaynaklanan 

arızalar garanti kapsamı dışındadır. 

İthalatçı Firmanın: 

Ünvanı   : Hünkar Ecza Ve Medikal Sanayi Ve Ticaret Ltd.Şti 

Adresi   : Akçeşme Mh. 2019 Sk No:5 Merkezefendi/Denizli/TÜRKİYE 

Tel- Fax   : (+90) 258 371 46 56 - (+90) 258 372 06 81 

Web   : www.hunkarmedikal.com 

Firma Yetkilisinin: 

İmzası ve Kaşesi: 

Malın: 

Cinsi   : Ventilasyon Özellikli Boru Tipi Havalı Yatak 

Markası   : Nimo 

Modeli   : HF62012 

Bandrol ve Seri no : 

Teslim tarihi ve yeri : 

Azami tamir Süresi :30 iş Günü 

Garanti Süresi  :2 yıl 

Satıcı Firmanın: 

Ünvanı: 

Adresi: 

Tel-Fax: 

Fatura Tarihi ve No: 

Tarih-İmza-Kaşe:  

http://www.hunkarmedikal.com/
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 This is a medical product device. Read the user manual 

carefully before using the device and use it according to the 

advice of your doctor. 

1. Working Principle 

Thank you for choosing Nimo® Sheath with the tubular air mattress, Ventilation 

and emergency extinguishing valve (CPR valve). 

Variable pressure at the appropriate rhythm prevents prolonged muscle and 

vascular pressure that causes tissue disruption. 

The variable pressure adjusts the bed according to the patient and its position. 

2. Product Intended Use 

The bed wound control method is traditionally accepted, the patient is rotated at 

regular intervals and periodically to observe the risk areas. The variable pressure 

tubular air mattress is manufactured to support this treatment. Patient rotation 

and observation should continue to be performed when necessary and this air 

mattress should be seen as part of the treatment. 

Patient Population 

• Bed-dependent patients for more than 15 hours per day, 

• Patients with moderate or high risk of developing pressure ulcers, 

3. Technicial Specifications 

Product Name  Alternating Pressure Pump 

Model Number HF62012 

Operating Voltage 220V AC 50Hz 

Air Outlet Rate 6-8 Liter / Minute 

Cycle Time 12 Minutes 

Pressure Rate 50 mmHg – 110 mmHg 

Power Consumption 7W 

Fuse 1A 

Size 
23.5cm (Length) x 11.7cm (Width) x 

8.1cm (Load) 

Weight 1,3 kg 
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Product Name Air Cell Type Mattress 

Model No HF6002-17P 

Size 
190cm(Length) x 85cm(Width) x 

11.5cm(Load) 

Top Cover Strength Nylon PU 

Air Cells PVC 17 pcs Air Cell Type  

Color Blue 

Mattress Weight 5,2 kg 

Weight Capacity 135-140 kg 

 

4. Device Design and Introduction 

a) Alternating Pressure Pump 

 
 

b) Air Cell Type Mattress 

 

 

Pressure 

Adjustment Button 

On / Off Switch 

Top Cover 

CPR Valve 

Base Cover 

Air Cell Type 

Mattress 
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5. Device Installation and Operating Instructions 

a) Air Mattress Installation and Use with Pressure Pump 

 

1) Open the Nimo® air mattress. 

2) Place the air mattress on normal mattress 

3) Secure the air mattress to normal mattres via fixing straps. 

4) By using the hooks, hang the pressure pump next to the airmattress. 

5) Connect the air bed inflation hoses to the pressure pump connectors by 

matching the air inlet and outlet directions. Note that there are no kinks 

in the inflation hoses. 

6) Connect the electric power supply cable to the pressure pump. 

7) Plug the electrical power cord into the nearest socket of the airmattress. 

8) Press on / off button to switch on the pressure pump. 

9) Before placing the patient, be sure that the airmattress is fully inflated.  

10) Adjust the appropriate pressure according to the patient's body shape 

using the pressure adjustment knob on the pump. 

 

b) CPR - Using of Fast Air Relief Valve 

 

1)  Quickly pull out the yellow-red CPR strip for emergency fast evacuation 

(CPR). The air mattress will turn off quickly. 

2) First the air under the chest, then the air under the head and the air in the 

balance section will be discharged. 

3) Close the rapid air purge valve (CPR) to prevent air leakage. 

4) When collecting the air mattress, you can open the CPR cover for quick 

air evacuation. 
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6. Warnings and Safety Precautions  

BE CAREFUL while using this electrical equipment. 

 

Please disconnect the appliance from the electrical outlet when not in use. 

DO NOT leave connected. 

 

DO NOT expose the device to excessive moisture 

 

Please do not use industrial degreaser or acetic acid during cleaning. 

DO NOT use corrosive cleaning products such as solvents. 

 

PROTECT the pressure pump from fluid contact. 

 

Please DO NOT move the device while it is connected to the power outlet. 

 

 

7. Cleaning and Disinfection 

Nimo® Pressure Pump 

➢ DO NOT forget to unplug the appliance from the electrical outlet before 

cleaning. 

➢ Use a cloth dipped in a mild detergent solution to clean the pressure pump. 

➢ Please USE the manufacturer's recommended solution concentrations for 

cleaning. It is recommended to use CE marked detergent / disinfectant. 

➢ Follow the manufacturer's instructions before proceeding with cleaning with 

solution concentrations 

Maintenance 

Pressure pump maintenance and repairs must be carried out by an authorized 

technician trained by the importer. 
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8. Device Symbols and Descriptions 

 

 

9. Importer and Technical Service Information 

Hünkar Ecza ve Medikal San. Tic. Ltd. Şti. 

Akçeşme Mahallesi 2019 sk. No:5 Merkezefendi 

Denizli /TURKEY 

Phone: +90 258 371 46 56 

www.hunkarmedikal.com 

Foshan HongFeng Co., Ltd  

No.4-2 Leqiang Road, Leping Sanshui, Foshan, GuangDong, China 

MedNet EC-REP GmbH 
Borkstrasse 10 48163 Muenster Germany  

 
Warning / Caution / Note 

 
CE marking according to EC 93/42 / EEC 

 
Class II Device  

 
BF Type Applicable Parts 

 
See user manual 

  LOT Number 

 Product serial number 

 
Protect from Fluid 

 

According to the Directive 2002/96 / EC on electronic and electrical 

equipment, it is forbidden to dispose of the device and its parts in the 

trash after the end of its life. Local authorities should be contacted for 

disposal . 

http://www.hunkarmedikal.com/
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10. Warranty Certificate 

Warranty Conditions 

1. The warranty period starts from the date of delivery and it is (2) years. 

2. All parts including the good is under the warranty of our company. 

3. In case of malfunction of the goods within the warranty period, the time which the 

device spends for repair will be added to the warranty period. The repair period of the 

goods is maximum 30 days. This period starts from the date of notification to the 

service station of the goods, in the absence of a service station, one of the seller, west 

agent, representative, importer or manufacturer of the goods. 

4. In a situation of that the good fail within the warranty period due material, 

workmanship or  assembly errors, the repair will be made without any charge under 

the labor cost, replacement part cost or any on other name. 

5. About goods; -The continuity of not being able to benefit from the goods as a result of 

the same error occurring more than two times within one year or the occurrence of 

different faults more than four within the warranty period from the date of delivery, 

-Exceeding the maximum time required for repair, 

- In case the service station is not available, the defect device will be replaced with a new 

device for free, if the repair of the failure is determined by the report prepared by seller, 

dealer, agent, representative, importer or one of the manufacturers respectively. 

6. Malfunctions resulting from the use of the goods contrary to the points stated in the 

user manual are not covered by the warranty.  
Importer Company: 

Name (Title)  : Hünkar Ecza Ve Medikal Sanayi Ve Ticaret Ltd.Şti 

Adress   : Akçeşme Mh. 2019 Sk No:5 Merkezefendi/Denizli/TURKEY 

Phone- Fax  : (+90) 258 371 46 56 - (+90) 258 372 06 81 

Website   : www.hunkarmedikal.com 

Representative of the Company 

Signature and Stamp: 

Product: 

Type    : Tubular Anti-Decubitus Mattress With Ventilation 

Brand    : Nimo 

Model    : HF62012 

Bandrol and Serial no   : 

Delivery date and place : 

Maximum Repair Time  : 30 Days 

Warranty Period   : 2 years 

Seller: 

Name (Title)   : 

Adress    : 

Phone-Fax   : 

Invoice Date and Number : 

Date-Signature-Stamp  : 

http://www.hunkarmedikal.com/

